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Closet with top mounted cabinet.
Total dimensions 90/60/250 cm.
Closet is with 2 full sliding doors,
dimensions 90/60/190 cm, with 5

inner shelves. Top mounted

cabinet is with 2 full hinged doors,

dimensions 90/60/60 cm, with

one inner shelf. Made of plastic
coated plywood, in white color.

All doors are with cilindrical
locks.

4 PIECES

Faucet, so called
single lever "mixers" .

1 PIECE

Laboratory chairs with swivel
stool, vertically adjustable. Black
material with leatherette cover.
Approx. measurements (+/-15%):
Back height 53 cm, Back width
44 cm, Depth 44 cm, Adjustable

arms, Lumbar support.
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Laboratory bench. Dimensions

1 PIECE

dimensions 60/40/25cm, and draining area.The price
includes the need to drain the sink
Sink worktop and bowl are made of ceramic. The
underbench cabinet is suspended, mounted on
stainless steel C-frame with 3 full hinged doors made of
the plastic coated plywood and with one internal shelf
in each of them, in white color.
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Laboratory table and sink unit. Laboratory table should I
be made of the Melamine laminate top resist or Epoxy |

resin material., dimensions 275/120/90 cm, in white |

color, mounted on "C" or "H" shape frame made from |
the galvanised and epoxy powder coated steel. Sink |
unit with built-in bowl (bathtubs) and underbench |
cabinet, dimensions 120/60/90 cm. Sink worktop |
dimensions 120/60 cm, with central built-in bowl, inner I
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laoboratory benches,
total dimensions 80/55/80
cm. Cabinet is with 2 full
hinged doors, dimensions
80/60/80 cm, with one
inner shelf. Made of plastic
coated plywood, in white
color. All doors are with
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L o — 180/60/90 cm. Load carrying
: : : structure (frame) is made of steel
i i i i tubes welded into a solid
= compound.
Form of the bases are in "C" or "H"
o shape easels. Frame is made
from the galvanised and epoxy
% % powder coated steel. Stability of
i pedestal must be achieved by
& leveling the base easels. Worktop
l ol surface is made of the Melamine
= i | laminate top resist or Epoxy resin
‘—; - # o material. Worktop surface should
Ol be in white color, with smooth
@ b surfaces including seams, corners
- and edges.
L _
N 2 PIECES
©
/
Q [
T
\\
B
//
L
A4

Instantaneous heater,
capacity of 10 liters.

1 PIECE

cilindrical locks.
4 PIECES

NOTE

Photos that are attached do not represent the final
appearance of elements but as an example for easier
understanding and bidding (prices). The final appearance in
agreement with the future users.
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